Allied Laboratories
Department of PEC
350 S. Washington

Wichita, Kansas

NUCLEAR RELATIVE COMPACTION TEST DATA

(REFERENCE: ASTM D-2922, D-3017)

Location: 25th St. N. & New York, Wichita

Tested by: WPW

Project No: 70-14566-000 Project: Clean Harbors Soil Testing
Client: iSi Environmental Reported to: Date: 7/28/14
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1 | Pad fill, Building J 8"| 8099 110.8 12.4 112.2 | 9.3 | workable | 90% 101
Southeast corner
1st lift
2 | Pad fill, Building J 8"| 8099 110.8 12.4 109.6 | 8.3 | workable | 90% 99
Center of pad
st lift
Curve #8099 - Brown Silty Sand
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Allied Laboratories
Department of PEC
350 S. Washington

Wichita, Kansas

NUCLEAR RELATIVE COMPACTION TEST DATA
(REFERENCE: ASTM D-2922, D-3017)

Project No: 70-14566-000

Project: Clean Harbors Soil Testing

Location: 25th St. N. & New York, Wichita

Client: iSi Environmental Reported to: iSi Date: 7/29/14
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1 | Pad fill 10" 8099 110.8 12.4 110.7 | 8.3 | workable | 90% 100
East half
3' below grade
2 (Pad fill 10"| 8099 110.8 12.4 113.6 | 6.9 | workable | 90% 103
West half
3' below grade
3 |Padill 10" 8099 110.8 12.4 111.4 | 8.0 | workable | 90% 101
West half
2' below grade
10" 8099 110.8 12.4 109.2 | 7.3 | workable | 90% 99

Pad fill
East half
2' below grade

Curve #8099 - Brown Silty Sand

Gauge No. | Density Count | Moisture Count

Tested by: DRW
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Allied Laboratories
Department of PEC
350 S. Washington

Wichita, Kansas

NUCLEAR RELATIVE COMPACTION TEST DATA
(REFERENCE: ASTM D-2922, D-3017)

Project No: 70-14566-000 Project: Clean Harbors Soil Testing Location; 25th St. N. & New York, Wichita
Client: iSi Environmental Reported to: iSi Date: 7/30/14
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1 [ Pad fill 12" 8099 110.8 12.4 114.3 | 6.8 | workable | 90% 103
West half
@ grade
2 | Pad fill 12" 8099 110.8 124 114.9 | 7.6 | workable | 90% 104
East half
@ grade
Curve #8099 - Brown Silty Sand
Gauge No. Density Count | Moisture Count
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